
RFID Transponder IPC12-58-64K

1

R
el

ea
se

 d
at

e:
 2

00
9-

07
-0

2 
10

:1
4

D
at

e 
of

 is
su

e:
 2

00
9-

07
-0

2
18

44
89

_E
N

G
.x

m
l

Subject to reasonable modifications due to technical advances. Copyright Pepperl+Fuchs, Printed in Germany

Pepperl+Fuchs Group • Tel.: Germany +49 621 776-0 • USA +1 330 4253555 • Singapore +65 67799091 • Internet http://www.pepperl-fuchs.com

Model Number

IPC12-58-64K

Data carrier

Features

• Battery-free data carrier

• 64 kbit FRAM, 32 Bit fixcode

• Protection degree IP67

• Sturdy housing with integrated dis-
tance retainer

• Mounting holes for simple installation

• Compatible with IPC03

• Unlimited writability

Dimensions

Technical data
General specifications

Operating frequency 125 kHz
Transfer rate 2 kBit/s

Memory
Chip Type P+F FRAM
Type/Size FRAM 64 kBit , fixcode 32 Bit
Read cycles unlimited
Write cycles unlimited
Data retention period 10  years

Ambient conditions
Ambient temperature -25 ... 85 °C (248 ... 358 K)
Storage temperature -25 ... 85 °C (248 ... 358 K)

Mechanical specifications
Protection degree IP67
Material  

Housing PA 6 (Polyamid)
Encapsulation compound WEVO 403FL/300

Compliance with standards and direc-
tives

Standard conformity  
Protection degree EN 60529

Notes

The surface containing the text must face the read/write head.
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